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Indoor
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Dimensions in mm
A

C

D

ΦB

Watt

10W

Model No

NRP-TL0153-10-30K-BK-24D

Output
(lm)

710lm

CCT(K)

3000K

lm/w

71lm/w

Color

Black

Dimensions in mm
A

158

B

Φ55

D

200

C

140 0.28

20WNRP-TL0153-20-30K-BK-24D 1480lm3000K 74lm/w Black 158 Φ65 210150 0.35

30WNRP-TL0153-30-30K-BK-24D 2220lm3000K 74lm/w Black 158 Φ80 236175 0.5

kg

LED TRACK LIGHT
NRP-TL0153 Series
IP20

90°

360°



page 2 of 5

Description:
LED TRACK LIGHT

Main material:
Aluminium+PC

Specification

Energy saving, up to 85% energy saving 
comparing to standard halogen and 
incandescent lampsHigh quality light, high 
color rending, less heat, no UV or IR 
radiation LED driver is included
IP20

Applications
• Shoping mall
• Office buildings
• Exhibition hall
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

NRP-TL0153-10-30K-BK-24D

Beam Angle(50%) C0-180,C90-270: 24.5 deg,24.7 deg
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retemaiDxamE,retnecEthgieH Beam angle:24.5 deg (C0_180)

1.50m
4.92ft

1677.60 , 1679.42lx
155.85 , 156.02fc

0.65m
2.13ft

2.25m
7.38ft

745.60 , 746.41lx
69.27 , 69.34fc

0.98m
3.20ft

3.50m
11.48ft

308.13 , 308.46lx
28.63 , 28.66fc

1.52m
4.98ft

4.00m
13.12ft

235.91 , 236.17lx
21.92 , 21.94fc

1.73m
5.69ft

5.00m
16.40ft

150.98 , 151.15lx
14.03 , 14.04fc

2.17m
7.11ft

6.50m
21.33ft

89.34 , 89.44lx
8.30 , 8.31fc

2.82m
9.25ft

7.00m
22.97ft

77.03 , 77.12lx
7.16 , 7.16fc

3.04m
9.96ft

8.00m
26.25ft

58.98 , 59.04lx
5.48 , 5.49fc

3.47m
11.38ft

9.00m
29.53ft

46.60 , 46.65lx
4.33 , 4.33fc

3.90m
12.81ft

10.00m
32.81ft

37.75 , 37.79lx
3.51 , 3.51fc

4.34m
14.23ft
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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Illuminance at a Distance

NRP-TL0153-20-30K-BK-24D

Beam Angle(50%) C0-180,C90-270: 29.9 deg,30.9 deg
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C0-180 C90-270

retemaiDxamE,retnecEthgieH Beam angle:29.9 deg (C0_180)

1.50m
4.92ft

2331.23 , 2331.23lx
216.58 , 216.58fc

0.80m
2.63ft

2.25m
7.38ft

1036.10 , 1036.10lx
96.26 , 96.26fc

1.20m
3.94ft

3.50m
11.48ft

428.19 , 428.19lx
39.78 , 39.78fc

1.87m
6.13ft

4.00m
13.12ft

327.83 , 327.83lx
30.46 , 30.46fc

2.14m
7.01ft

5.00m
16.40ft

209.81 , 209.81lx
19.49 , 19.49fc

2.67m
8.76ft

6.50m
21.33ft

124.15 , 124.15lx
11.53 , 11.53fc

3.47m
11.39ft

7.00m
22.97ft

107.05 , 107.05lx
9.94 , 9.94fc

3.74m
12.27ft

8.00m
26.25ft

81.96 , 81.96lx
7.61 , 7.61fc

4.27m
14.02ft

9.00m
29.53ft

64.76 , 64.76lx
6.02 , 6.02fc

4.81m
15.77ft

10.00m
32.81ft

52.45 , 52.45lx
4.87 , 4.87fc

5.34m
17.52ft
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Illuminance at a Distance

NRP-TL0153-30-30K-BK-24D

Beam Angle(50%) C0-180,C90-270: 26.9 deg,26.9 deg
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C0-180 C90-270

retemaiDxamE,retnecEthgieH Beam angle:26.9 deg (C0_180)

1.50m
4.92ft

4456.08 , 4460.33lx
413.98 , 414.38fc

0.72m
2.35ft

2.25m
7.38ft

1980.48 , 1982.37lx
183.99 , 184.17fc

1.07m
3.52ft

3.50m
11.48ft

818.46 , 819.24lx
76.04 , 76.11fc

1.67m
5.48ft

4.00m
13.12ft

626.64 , 627.23lx
58.22 , 58.27fc

1.91m
6.27ft

5.00m
16.40ft

401.05 , 401.43lx
37.26 , 37.29fc

2.39m
7.83ft

6.50m
21.33ft

237.31 , 237.53lx
22.05 , 22.07fc

3.10m
10.18ft

7.00m
22.97ft

204.62 , 204.81lx
19.01 , 19.03fc

3.34m
10.97ft

8.00m
26.25ft

156.66 , 156.81lx
14.55 , 14.57fc

3.82m
12.53ft

9.00m
29.53ft

123.78 , 123.90lx
11.50 , 11.51fc

4.30m
14.10ft

10.00m
32.81ft

100.26 , 100.36lx
9.31 , 9.32fc

4.78m
15.67ft
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